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Re S.p.A. at Labelexpo Europe 2019 with the new color line sensor 
 
Hall 9, booth 9 C36 
 
Bussero, July 2019. Labelexpo Europe 2019 will be the right opportunity for Re S.p.A. to show all the 
best technological solutions for the label industry and some new important innovations that will 
complete the basket. 
Web alignment, print inspection and the new friction shafts for a precise control of multiple and 
independent reels will be the main topics at the booth 9 C36; but the focus of the show will be on the 
New PTS25 color line sensor designed to follow any kind of line and pattern to obtain a perfect web 
alignment in any kind of application. 
 
PTS25 color line sensor 
PTS25 is the new color line sensor designed to identify the position of solid lines, broken lines, printed 
edges, web edges and patterns of any kind on a moving web even at the highest web speeds. The 
sensor’s high precision and reliability to identify color differences ensure that the web stays on the right 
path, guaranteeing dependable production and reduced waste. 
The PTS25 has been designed to optimize the operator experience by using a simple and user-friendly 
interface, text messages and even assisted calibration.  
Re engineers knew that calibration of a line sensor is usually difficult and time-consuming, so they 
worked hard to develop an assisted calibration system. Moreover, the PTS25 is able to select the best 
reading point inside the viewing area even in extremely adverse conditions, such as reflective materials, 
low contrast, imperfect light conditions, etc… without manually relocating the sensor.  
The mechanical installation too has been simplified: thanks to an articulating bracket and the ability to 
locate the sensor up to 60mm from the web, without losing focus on the image, the PTS25 does not 
have to be moved or removed during web positioning. 
The PTS25 is equipped with a 5” color touch screen display that ensures dependable reproduction of the 
real image. Two high-power LED lights produce true white light to ensure the best performance even in 
bad lighting conditions. The sensor is provided with a viewing area of 25x16 mm and with digital and 
analog inputs and outputs. 
 
ReGuard 100% print inspection 
ReGuard 100% print inspection is the advanced control system based on high-resolution matrix camera, 
5Mpixels, and specifically designed for narrow web inspection. Thanks to its technology, ReGuard can 
visualize and inspect all the parallel labels of one reel just with a single image in order to find the 
defects reducing wastes and increasing productivity. The type of defect is logged in order to provide a 
detailed report for each roll. ReGuard ensures high levels of quality and offers the best solution for your 
production processes and converting operations maximizing yield, productivity, and quality. The LED 
illuminator box guarantees a stable illumination in time and a diffuse light with optimized uniform 
illumination all over the field of view; moreover, the system has a field of view of 450 mm and a 
compensation of the film position up to +/- 5 mm. 
 
Re S.p.A. range of web guiding systems 
For Labelexpo Europe 2019 Re S.p.A. will exhibit the complete basket of web guiding systems for the 
narrow web. Re’s web guide are available with different sizes and accordingly to the application and 
the customers’ requests, they can be equipped with ultrasonic, infrared or line sensors, with cutting 
table, with the remote keypad ore integrated in the frame and with many other options.  The key point 
for all Re’s system is the ease of calibration and installation and the intuitive interface to set easily and 
quickly the whole system.  
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Moreover, at Re S.p.A. booth 9 C36, a demo machine will display the complete array of Re products for 
the labels market. 
Visitors will discover the wide range of Combiflex and Extreme pneumatic brakes and Eleflex 
electromagnetic brakes that, together with load cells and tension controllers, guarantee a precise and 
reliable control of the web tension during the whole process of the material. 
To complete the portfolio of products for the labels industry, a wide range of expanding shafts, friction 
shafts and safety chucks needed for a perfect unwinding and rewinding of nonwovens reels. 
 
Re S.p.A., since 1974, has been recognized all over the world as a leader for the automation process of 
laminates; reliability, innovation and customer care have always allowed Re S.p.A. to excel. During 
Labelexpo Europe 2019, Re S.p.A. staff will be happy to meet customers, partners, media and all 
stakeholder of labels industry and give them all information they need about the company and its 
technologies. 
 
ONE COMPANY…1000 SOLUTIONS 
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